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Wzmacniacz LED Otie
monokolor

Instrukcja obstugi

— Wskaznik 3-kolorowy

— Ochrona przed przecigzeniem

— Ochrona przed przegrzaniem

— Zabezpieczenie przed zwarciem
- Wodoodpornosé (IP68)

— Zabezpieczenie przed zmiang
polaryzaciji

— Zakres napiecia 5-24V DC

Przewody wejs$cia sterujacego

Przewody sterujgce nalezy podtgczy¢ do sygnatu LED, ktéry ma
zosta¢ wzmocniony. Czarny przewod nalezy podtgczy¢
do wspdlnego (+), natomiast przewdd niebieski do (-).

. Przewody wyj$ciowe

Przewody wyjsciowe nalezy podtgczy¢ do statonapieciowego
odbiornika LED skonfigurowanego w uktadzie wspdlnej anody
(+). Czerwony przewdd wyjsciowy nalezy podtaczy¢ do wspélne-
go ,+" odbiornika LED, czarny do ,-".

Przewdd czerwony jest réwniez wewngtrz obudowy wzmacniac-
za na state potaczony z ,+" zasilania. Urzadzenie posiada
zabezpieczenie przed zwarciem oraz przecigzeniem wyjscia.
Jezeli wzmacniacz przestanie dziata¢ nalezy sprawdzi¢ czy nie
nastgpito ktores z w/w zaktdcen.

. Wskaznik stanu

Jest to wielokolorowy wskaznik stanu. Wyswietla on wszystkie
dziatania na wzmacniaczu.

Niebieski: normalna praca.

Czerwony blysk: zabezpieczenie
lub zwarciem.

Z6tty btysk: ochrona przed przegrzaniem.

przed przecigzeniem

Wzmacniacz LED przeznaczony jest do zasilania statonapieciowych
produktéw LED, pofaczonych w uktadzie wspoélnej anody (+)
o zakresie napiecia zasilania DC5-24V. Urzadzenie wzmacnia sygnat
PMW ze sterownikéw LED, posiada réwniez mozliwos¢ zwiekszenia
mocy poprzez prace synchroniczng (potaczenie rownolegte kanatow
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Model Otie RGB LED amplifier
Napiecie wejsciowe 524V DC
Prad wyjsciowy 15A
Sprawnosé 297%

Zabezpieczenia przed zmiang polaryzacji
przecigzeniowe

przeciwzwarciowe

temperaturowe
Temp. pracy -30~80°C
Stopien szczelnosci P68
Funkcje

Ta

Przewody zasilania

Wzmacniacz wymaga zasilanie DC 5V-24V. Czerwony kabel
oznacza (+), czarny (-). Nalezy upewni¢ sig, ze napiecie zasilacza
jest takie samo jak wymagane do zasilenia o$wietlenia oraz jego
moc wystarczajgca do obstugi danego obcigzenia.

Instalacja
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. Okablowanie

Podtgcz przewody wejsciowe do sygnatu sterujgcego oraz
wyjsciowe do odbiornika LED. Przed podtgczeniem zasilania
wzmacniacza nalezy upewni¢ sig, ze nie nastgpito zwarcie
na przewodzie zasilajgcym.

. Zakres napiecia

Wzmacniacz moze pracowac przy napieciu od 5VDC do 24VDC.
Nalezy upewni¢ sie, ze zaréwno podtgczone odbiorniki LED,
zrédto zasilania jak i sygnat sterujacy charakteryzuje to samo
napiecie pracy. Wzmacniacz nie bedzie poprawnie dziatat
w przypadku réznych napie¢ wejscia i wyjsécia. Zty dobor napie¢
moze réwniez spowodowac uszkodzenie odbiornikdw LED.

Wodoodpornosé

Urzadzenie posiada klase ochronnos$ci IP68 — oznacza to, ze jest
catkowicie pytoszczelne oraz moze by¢ umieszczone na state w
wodzie na gtebokosci nie wiegkszej niz 30m. W przypadku
instalacji w wodzie nalezy upewnic¢ sie czy taczenia przewoddw
réwniez charakteryzujg sie wysokg szczelnoscia.

. Zabezpieczenia

Wzmacniacz posiada petng ochrone na wyjsciu: przeciwzwarcio-
wa. Przecigzeniowg i przeciw przegrzaniu. W przypadku
przecigzenia lub zwarcia dioda zamruga na czerwono,
a w przypadku przegrzania — na z6tto. Wzmacniacz powrdci
samodzielnie do pracy jak tylko problem wywotujgcy zatgczenie
zabezpieczenia zostanie wyeliminowany.

. Srodki ostroznosci

Przed montazem zapoznaj sie ze szczegdtowymi $rodkami
ostroznosci zamieszczonymi na www.bergmen.pl/do-pobrania/
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Otie single colour
LED amplifier

User manual

I

— 3 color indicator

— Overload protection

— Short circuit protection
— Wrong wiring protection
- Waterproof (IP68)

— Overheat protection

— 5-24V voltage range

2. LED Input

Connect to the LED signal need to be amplified. The red cable
should be connected to LED input positive and blue cable connect
to LED input negative.

. LED Output

Connect to LED load. The amplifier supports constant voltage
LED products. The red cable on the output side should be
connected to positive of LED load, and the black cable should be
connected to negative of LED load. The red cable is also directly
connected to the power supply positive inside the controller.

The controller unit has output overload and short circuit
protection function, please check whether the output is short
circuit or over loaded if the controller stop working.

4. Status Indicator

This is a multi color status indicator. It displays all working status
of the amplifier. It indicates different events as following:

Blue: normal working.

Red flash: overload or output short circuit protected.

Yellow flash: overheat protected.

Thank you for purchasing our product. This series single color LED
amplifier is designed to drive constant voltage LED products
in voltage range of DC5V-24V. It regenerates PWM driving signal and
can expand the LED driving range at synchronous mode.
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Model Otie RGB LED amplifier
Working voltage 524V DC
Rated output current 15A
Efficiency 297%
Protection wrong wiring
short circuit
overload
overheat
Working temp. -30~80°C
IP grade P68
Functions
1. Power Supply

This amplifier can work from DC 5V to 24V. The red power cable
should be connected to power supply positive and black
to negative. Please make sure the power supply voltage is same
as the LED load and the LED input voltage, the power need to be
capable for the load wattage.

Installing
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. Wiring

Connect the power, LED input and LED output cable to power
supply, LED input signal and LED loads. Please make sure
the cable is correctly connected without short circuit before
power on.

Voltage Range

This amplifier can work in DC5-24V range. But please make sure
the input signal, power supply and LED load is at same voltage.
The amplifier can not work with different voltage input and output,
also wrong voltage may damage the LED output loads.

Waterproof

The waterproof version is designed with IP-68 standard and can
be used under water for not exceed 30 meters depth.
When installing under water, please make sure the cable
connection is also waterproof.

Protection

This series amplifiers have full protection function for output
short circuit, overload, and overheat. The indicator will flash red
at overload or short circuit protection and flash yellow at over
heat. Amplifier will automatically recover from protection when
working status is good.

Please ensure the LED loads are in rated range, not shorted
and the amplifier is in a good heat dissipation environment to
avoid protection.

. Special precautions

Before product installation please check general precautions
listed on our website www.bergmen.pl/en/download/
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